
MACHINE HEAD

Remove the old wheels from the right-hand side of the machine. (Looking at the front of the machine, which is the needle end of the 
machine)

Note:  On the fixed axle wheel there is one washer between the wheel and axle.  Remove this washer before the new beveled wheel is 
installed.  Install new beveled wheels.

Align front adjustable axle beveled wheel with rear beveled wheel.  Using a 4 mm Allen Wrench, loosen the bolt and move the axle until 
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WHEEL INSTALLATION INSTRUCTIONS (MACHINE HEAD & CRO SSTRACK)
To ensure smooth gliding performance/operation of your Gammill quilting machine, please follow these 

helpful installation instructions.

the wheel fits the cross track.  Tighten bolt.

CROSS TRACK – FRONT END 
(2 WHEELS)

Remove wheels and replace current shoulder bolts with new  ¼” x ¾” 
shoulder bolts.

Re-install existing wheels.

Note:  Vertical channel lock magnet will require adjustment after cross 
track is placed on table.  

CROSS TRACK – BACK END 
(2 WHEELS)

Outside Wheels – Remove old bolt and replace with new ¼” x 1” 
bolt.  After ¼” x 1” bolt is installed in cross track, then install (1) 
spring washer, beveled wheel and nut.

Inside Wheels – Remove old bolt and replace with new ¼” x 1” bolt.   
After ¼” x 1” bolt is installed in cross track, then install (1) spring 
washer, (1) flat washer, beveled wheel, and nut.

Outside wheel

Inside wheel

RE-INSTALL CROSS TRACK ON TABLE

Re-adjust vertical channel lock magnet.

Make sure rear interior wheels do not “bind” on cross track when 
moving left to right.


